
60Hz

50Hz

AVC-09URCSAB,

 4-Way
Cassette

Power
Source

220-240V

220V

AVC-07URCSAB,

AVC-12URCSAB,
AVC-14URCSAB,
AVC-17URCSAB,

Type

P00504Q

ORIGINAL INSTRUCTIONS

Compact

AVC-07UR2SAB,
AVC-09UR2SAB,
AVC-12UR2SAB,
AVC-14UR2SAB,
AVC-17UR2SAB,
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IMPORTANT NOTICE

Correct Disposal of this product
This marking indicates that this product should not be disposed with other 

household wastes. To prevent possible harm to the environment or human 
health from uncontrolled waste disposal, recycle it responsibly to promote the 

sustainable reuse of material resources. To return your used device, please use 

the return and collection systems or contact the retailer where the product was

 purchased. They can take this product for environmental safe recycling.
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7.3     Fan Motor Speed-up Setting(SHi)
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Compact 4-Way Cassette Type

×10 Btu/h
3

�O

�O

�O

The appliance is not to be used by children or
 person with reduced physical, sensory or mental 
capabilities,or lack of experience and knowledge, 

Children should be supervised that they do not 
play with the appliance.

The appliance should not be installed in the 
laundry.

unless they have been given supervision or 
instruction concerning use of the appliance by a 
person responsible for their safety.
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R410A

* To avoid damage to the resin covers,before
   lifting or moving the indoor unit,put  a cloth 
   on the resin covers.

21 Wrench
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2.5

285mm

Setting so that uniform air distribution is available.
Fan Motor Speed-up 
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is in the packing
 carton of indoor unit.Take it and do not fold it.
Use it to decide an installation location and 
direction of the unit.

 for suspension bolts with a pencil.

(2)  Press the  Pattern Board  tightly onto the 
surface of the roof, draw out the hole position

 follow the same direction of suspension bolts.

(3) Cut an opening on the ceiling board with 
assistance of the  Pattern Board, make sure to 
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(1) Removing Air Intake Grille from Air Panel

Fig. 4.9  Removing Method of Air Intake Grille

Step 1 
Open the air intake grille to an angle of approximately 45o 
from the surface of the air panel as shown in Fig. 4.9.

Step 2 
Lift the grille keeping it inclined.

Step 3 
Draw the grille towards the open space after lifting.

* Do not touch the air louver during installation work.

* Do not try to remove the grille while it is at an angle of 90o 
from the surface of the air panel.

NOTE

Air Panel

Air Intake Grille

* Slide the knobs toward the allow direction.

Knob

45o

Use the  Pattern Board 




